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r PREFACE

The implementation of successful high volume fuze manufacture depends, to a

- large degree, on the fast accurate reproduction of a workable prototype. Parts

must be made to fall between acceptable tolerances to insure ultimate compati-

bility with all performance specifications. The process of insuring acceptable

3dimensional conforE nce is a costly process of detailed inspection, involving

delicate complex gages and equipment. These inspection devices must be

continually calibrated, repaired, and replaced due to physical wear and distor-

tion. The use of inspection gages requires a high skill level and is tedious

repetitive work. The time required for inspections for all bgt-very simple parts

and maintenance of the inspection gages preclude 100% ind'pection. In order to

produce items in high volume, inspection is limited to statistical sample

[ (AQL level). Sampling inspection plans are a compromipe between cost and the

desired quality to perform the parts design function. The need for better

inspection equipment to reduce inspection time, with non-wear characteristics,

is a r-p'rpetual and recurrent requirement in fuze and ordnance manufacturing. .-

qt e ur ec cdAny improvement in the efficiency of the inspection operation would enhance the
•'•'r•:! quality of the fuze product, decrease the manufacturing cost, and produce a

desireable shortening of strategic lead time.

One significant attempt to im.Rorve inspection methods was conceived by U. S.

Army Arsenal engineers Yuring the manufacture of the MS5Z fuze. If-w1-niThpey ?pt ,

L automatic non-contact inspection machine could be made for the fuze plate

lamina, the goals of high quality and cost reduction could be realized as a result

of this concentrated effort. With these goals in mind, Frankford Arsenal awarded

Bulova Systems'and Instrument Contract No. DAAA-6-76-C-0344, for the

Si development and fabrication of an automated Inspection Machine for Mechanical

Time Fuze Components. The particular means of inspection was not limited to

•''L -1- pl
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.ULOVA SYSTEMS 6 INSTRUMENTS CORPORATION

any particular physical method or discipline. However, the piece of equipment

to be produced was to allow for one hundred percent inspection and, if at all

possible, use non-contacting measurement means. The machine was also

limited to measurement of fuze plates on devices similar to the M572 fuze.

This machine can inspect the M57Z Plate No. 1, First lamina in 30 (thirty)

seconds when the print out of inspection data is suppressed.

SUMMARY /CONCLUSIONS

[ After a concentrated design and fabrication effort, an optical inspection machine

was made to satisfy the original scope of vork. (See Figure 1) Monetary limita-

tions and difficulties brought about by the cloe.ng of Frankford Arsenal, led to a[T situation that limited the ultimate development of the machine. Since it was

foreseen under these conditions that project funds would ultimately be limited and/

or terminated, work was discontinued on the automatic handling of the plate com-

ponents. This v.was a practical approach for economy, since testing showed that a

semi-automatic system gave better yield than a completely automatic handling

system. All remaining fundz were dedicated to the formulation of the measure-

ment system with its associated hardware and software. Since the scope of work

limited activity to inspection of relatively thin lamina, a "1 Z" axis requirement was

eliminated at the very start of the program. The machine essentially demonstrated

the capabilities required for non-contact inspection of the selected lamina. The

r measurements made yielded dimensional values that could be considered capable

L! of being absolute if proper factors of proportionality could be added to the software.

The existing program only accounted for one factor of proportionality. The re-

quirement of a complex factor dependent on the optical scanning system was

always present but never added due to a cut-off of software development because of

funding restrictions. User programming difficulties also greatly limited the in-

sertion of relatively simple embelishments into the software. Programming was

done in machine language for economic reasons. Any higher level software system

'":.". '"... '"........ ...... i.....-.,. .."...... .... ... ........ ...
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was beyond the original intent and funding capabilities alloted to the optical

measurement system concept.

INTRODUCTION

"On June 4,1 976, Bulova Systems & Instruments Corp4:tration was awarded Con-

tract DAAAZ6-76-C-0344 for the design and construction of a prototype Automated

Inspection Machine for Mechanical Time Fuze Components. The initial concept

for the prototype machine was conceived to embody a quantitization of optical

signals to represent distances and compare these distances to acceptable

tole. ances.

Two modes of operatio would be used. The first would quantitize the entire

optical image of a lens system. The other mode would use the inherent accuracy

of a precision X-Y table, together with optical transition signals to establish dis-

tances outside the field of view of the lens system. See Appendix C. Light

sources were selected for direct and reflected illumination. Tungsten halogen

I K lamps were considered for the source for the direct measurement. Experiments

using various lens combinations and permutations for direct laser illuminations

I E1'~would also be tried. Low power, one milliwatt helium-neon lasers were con-

sidered for use as reflective non-contact depth measuremcnt light sources.

. See Appendix E

The optical inspection machine included specifications for automatic piece part

handling and positioning equipment. The handling equipment would have the

L ability of separating the rejected lamina into a separate bin from the accepted

components as part of the automatic cycle. Two separate subcontracts were to

be issued by Bulova Systems and Instruments Corporation to EMR Photelectric,

a division of Weston Instruments Incorporated, and the PAF Design Corp. for

the Optical Data Digitizer and the mechanical design of the automatic handling

equipment.

- . ...
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V .- The EMR Corp. would provide the major components of the digiti ;er which would

include the image dissector camera, computer program, X-Y positioning table
_. and inspection system sotware. "he PAF Design Corp. would provide the corn-

plete mechanical design for the automatic handling equipment and camera and
r. f'. light system mounting hardware. All project management, integration and system

design responsibilities would be handled by the Bulova Systems and Instruments
[. Corp. Bulova would also provide all fabricated hardware and electrical control

apparatus for the automatic handling equipment.

Subcontractors tasks were originally limited by monetary factors due to limitation

availability of original funding. Consideration of additional funds at later dates was

originally planned to allow for lower priority activity. The ultimate absence of

these funds required the reallocation of funds from the (completion of the) automa-

tic handling system to the (supplementation of effort on the) optical digitizer. Soft-

ware funds were also limited from the very beginning. The entire software corn-

puter program was processed in machine language and done under a fixed price
F " arrangement with the subcontractor.

DESCRIPTLN

Physically the inspection machine was constructed in three units. The first and

largest unit f6-1t7,hg1, and 5 f was made as a complete unit for

support of the camera system, X-Y table, viewing stage and automatic handling

system. Heavy structural members support a one-inch thick table top which in

turn serves as a mount for all mechanical components. The second major •nit

:I consists of a rack cabinet to house the Nova 3, Data-General Computer, the

Anorad X-Y Table Electronics, the Power Distribution Circuitry and the Cathode

Ray Video Monitor. The third unit consists of the input/output station, a model

ASR 33 teletype machine.

-4-U
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As a complete system the inspection machine might be classified into the following

* parts. (See Appendix G)

1. Image Dissector Optical Data Digitizer System

Z. Digitizer Power Supply

3. Tungsten Halogen Lrnp Source 'with Heat Exchanger

r 4. Helium-Neon One Milliwatt Laser Reflective Light Source

* 5. Nova 3 Data General Computer with ASR 33 Teletype

S6. Video Monitor

7. Anorad X-Y Table with Associated Electronics

8. Automatic Loader and Unloader w/Precision Lamina Holding Fixture

9. Texas Instrument 5TI Programmable Controller for Automatic

Handling System

10. I/O Interface with Logic Modules

11. Software Package

The initial description of the intended operation of the machine diverges from the

actual opera.tion because of the non-completion of the automatic handling system.

L The actual operation consists of manually inserting two Plate #1 lamina into the

precision holding fixture and measuring the front side of the first lamina and the

back side of the second lamina. The fixture is then rotated 180 degrees and

measurements are made of the front side of the second lamina and the back side

of the first lamina. Measurements of the programmed holes, distances and

features are then compared with dimensional limits in the computer. See

Appendix B and C. A status report is made for each measurement and if all

measurements are within limits, and "OK" light is illuminated.

The intended operation was to allow Z00 plates to be magazine loaded and pre-

sented to the viewing optics one at a time. After inspection a plate is automati-

cally removed and transferred either into an "accept" magazine or into a "reject"

.qtA
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bin depending on the status of the lamina plate. The intended system was planned

to afford interaction between the Nova 3 Computer and the 5TI programmable

controller with a corresponding independence of machine sequence routined to

optimize control requirements during normal operation and debugging periods.

*A.

Measurement capabilities of the machine are ]imi~ed to the actual X-Y table

resolution and accuracy. The specification of the particular Anorad table used

was one tenth of a thousandth of an inch with a fifty millionths of an inch repeat-

aLlity. Measurements could be made to these specifications if the optical

*F. •..'itizer was programmed to use the same coordinate elerrents for determination

of a particular feature edge. The largest size hole that could be viewed, with

th• particular lens system used, was 250 thousands of an inch. If different parts

of th. optical viewing area for single frame digitizing are used, an error could

occu- due to linearity deviations caused by imperfect scanning components in this

type of video camera systk.n. 'Measurement errors due to this condition are

presu•ntly below one thousandth of an inch.

[ : This error is important if the machine is to be called an absolute measurement

device. However, if the machine is rated as a comparator device the error

becomes less important or even insignificant. A means of software compensation

is possible to apply particular correction factors to all coordinate scanning

points. Also a "pinhole" bezel with holes of known tolerance could automatically

program the compensation factors if advanced programming techniques were to

L! be used in the software. All of these software embellishments however were be-
yond the existing funding capabilities of the contract as written.

The system programming details that formulate the requirements for the entire
scope of work are contained in Appendix A. Essentially this list is the basis for

the computer block diagram. The computer block diagram was never supplied

with the system due to the complexity of the task of documentation and constant

-6-
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* updating requirement. Since the entire assembly language software package was

* developed by the optical digitizer manufacturer, there was very little opportunity

for personnel external to that group to get a good grasp of the programmingI
details. Money was not available for the special instructions and training neces-

sa~ry to enable user service contract for the software. See Appendix 0).

- DEVELOPMENT :

One of the greatest problem areas seemed to stem from the use of an assembly

language in the formulation of the software for this system. The entire success

r of the software, with absolute dependence on one or two individuals for insurance

of proper operation, severely limited the inspection system. (See Appendix A)

A .i initial recognition of this problem resulted in the use of an external controller

for operation of the automatic parts handling system. The separate Texas

Instrument Controller interchanged signals from the main Data General Nova 3

computer. The overall solution to comp uter language problem was also con-

ceived very eav.ly in the program, but funding would not permit system implemen-

* tation.

The recommended solution would be to write the entire program with formatted

outputs in a high level computer language. All proprietary routines requiring

special timing considerations would be treated as separate "black box" routines.

[ These special routines could be accessed by the high level executive program

and serviced by much more inexperienced programmers. These special routines

could be executed in machine kinguage, assembly language, ladder diagramLI language or even hard wired logic. It has been an interesting observation that

most computer problems that have caused disruption to the continuity of the

project have been traced to th'a executive assembly language program and never

to the dedicated sub-routines. Since the machines executive program is written

in assembly language, a simple :manipulation of adding a printed comma becomes

-7-
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•}!• [• a formidable programming problem in the eyes of the average engineer user. .

F/'ii

,/ ~The solution of using a high level language for the executive program could be ,

_. accomplished in two ways. First, linorporate the high level language into the

... Nova 3 System with corresponding changes in the memory system. Second, put-

chase an additional computer calculator with high level language and interfacing

,m ", capability and incorporating this .new interface into the system.

•: Another rn~jor problem area has been the primary light source. Originally a

laser and diffuser were used as the primary light source. Despite the 250 rnilFii field of view, unequal illumination caused severe errors in the system. Diffi-

intensity were noted as 1Lsers aged. The solution to the problem was to install

•Iili a ZS0 watt tungsten halogen lamp w•.th a unique air heat exchaz~er system.

•!i'•' Almost all cormponents of the material handling system were designed and con-

'' structed. flowever, the system was never assembled and tested. The system

iiii contained a special I/0 interface specifically made to watch the STI Texas Instru-

rnent Controller to the actuators ar~d sensors of the automatic loader and unloader.
liiiI The interface was designed to enable '•...3 operation of each actuator manually or

autorriatically. Als~o, each actuator was able to be disconnected. LED pilot

•ii' lights were incorporated to allow determination of each input or output level as a

K- programming aid and during aiy trouble shooting sequence. The ingut setsors i

f:"• were also conhnected to a11 .ow automatic operation or manual level control. An

•: ~initial ladder diagram program was developed and incorporated on the interfact, :

SLwithout using tlhe actual loader and unloader hardware.

I!!! Specific inputs and outputs were designated on the Nova 3 and the 5T1 for inter-

• ~active usage. The materials handling logic ic listed in Appendix A. ,

-8-
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".FUTURE DEVELOPMENT

Future development of similar inspection machines coulti incorporate various

details that would overrcome several present limitations. A basic change would

be to use a solid state charge coupled diode pick up device with equal resolution

compared to the present vidicon. If a pick up device of this nature were used,

matrix scanning would eliminate scanning position error. Unlike standard

electronic sweep image tubes, the diode matrix detector maintains each diode

element in a time position in space, unaffected by electrical voltage variations.

Computer error factors would be eliminated and the machine could become an

absolute measurement device providing the optics did not introduce any distor-
wion products. The inspection machine could work as it is working now, but

with greater accuracy, without sacrificing any measurement speed.

To increase the versatility of the inspection device a third vertical, "Z" axis

should be incorporated. At the present time the depth-of-field of lens system

V' does not exceed the thickness of the lamina detailed in the scope of work. If a

third depth axis were used with the associated optics, the machine would be

adaptable to other fuze programs were the lamina or parts depths exceed the lens

depth-of-field capabilities. With the incorporation of a "IZ" axis, more flexibility

V• could be achieved by using an automatic multiple turret lens head with select -

able magnification for examination of many different types of piece-parts.

Depth measurements on the existing machine were successfully implemented by

V the use of the techniqut- of splitting a laser beam on a projection or edge of a

blind hole or crevice. See Appendix E. The ultimate use of this technique
could be enhanced by allowing the attachment angle to be available in four or

more different directions. This would require multiple lasers individually

computer controlled. Additional software for the control routines would have

to be developed. An alternate procedure to eliminate r,',xltiple lasers, would

*1'
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be to use a precision rotary table with programmable angular movement. If

the rotary table were used, an alternate rotation-of-axis routine could be used

to simplify the software. Mirrors could also be used to accomplish this end

result.

Due to the span of time associated with the development of the inspection machine,

a continuation of the project would certainly have to accommodate a change in the

state of the engineering art of the two major building blocks of the system. The

machine would have to be retrofitted with the latest advances in the comprater

field. It is then that the software could be adapted to allow simple restructuring

V of the program by the use of high level language techniques and perhaps separate

microprocessor subroutines. The availability of a high resolution charge-coupled

Fdevice image tube would necessitate new matrix scanning hardware and software.

MACHINE PERFORMANCE VERSUS SCOPE OF WORK

This machine as originally proposed was implemented and designed to conform to

t the re;i-arements of the U.S. Government Contract No. DAAA-25-76-C-0344. The

work on this project was complicated by the closing of Frankford Arsenal with its

Sattendant administrative disorientation and change in cognizant Arsenal personnel

during this closing pfcriod. Overall project effort was directed to satisfy the

following document:

Technical Scope of Work

L: For
Automated Inspection of Mechanical Time

Fuze Components (Movement Plates)

Prepared by
Artillery Modernization & Engineering Division

Manufacturing Technology Directorate
Frankford Arsenal

Philadelphia, Pennsylvania
Dated 10 September 1975, Revision A

-10-
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It must be emphasized that this machine was contracted as, and has always been

considered, a prototype design whose ultimate use would be high volume precision

measurement of fuze movement plates. It was envisioned that this design would

serve as a basis for a group of production inspection machines strategically

placed in a high volume manufacturing facility. While this individual machine

was designed to satisfy this prototype requirement in concept, it was contracted to

be a final piece of hardware for this purpose. The intent was to prove that the

original study could be turned into hardware.

-~This report will attempt to establish the methods and hardware developed by

V. Bulova to satisfy the technical Scope of Work pertinent to this particular project.

Each item with its associated identification number will be discussed with regard

Kto compliance, variances and problems referenced to the above Scope of Work.

L Items 1. 0, 1. 1 and 1.* 2 are the general requirements for the machine that have

been adhered to and are discussed in detail in later paragraphs.

In accordance with requirements, the outline drawings were obtained and a

design was made to accept all M572 Fuze timer lamina. The fixture design was
particularly adapted to Plate No. 1, the 1 st lamina, per stated contractual re -

quirement. Pertinent drawings for fixturing are described in Paragraph 2. 1.

[ The equipment was desli.gned to meet the following minimum requirements:

3.1.1. 1 The equipment is capable of automatically inspecting any of the com-

ponents listed in Section 2, to determine the diameters, depths, thickness and

L location of all holes, slots and grooves.

The computer limitation for the above capability is 32 holes and 32 features per

side with two sides per program. A single feature is used for the determination
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of one slot location or one through groove location. Two features are used for

one depth or thickness measurementI

3.1.1.2 The equipment has b jen primar'ly designed to inspect Plate No. 1

lamina, Drawing No. V 054Z8; 1. The inspection machine may be converted to

inspect any of the components listed in Section 2. O, in a time not to exceed 8

hours. These conditions are true, provided that a suitable fixture were con-

structed and a software parameter loading tape made for the next plate to be

inspected. No such additional fixtures were made as part of this project.

requires an 80 PSI filtered air supply.

3.1.1. 4 The design of the prototype machine has basically been adapted to the

f requirement of inspecting 100 piece parts an hour. This rate could br. obtained

with the proposed automatic loading and unloading equipment. However funding

for this job, and Arsenal technical project direction dictated the use of "program

to user" to solve a number of bashz optical problems which were more important

thandthe part handling completion. nhe program controller and associated input

[ • implemented and demonstrated.

While the cyclic rate for 100 parts per hour was simulated the machine was never

put through continuous testing at this rate. However, it was determined with

Frankford Arsenal Quality Engineers that the rate could approach 130 pieces per

hour.

L:! 3. 1., 15 Feeding of components for the automatic machine was demonstrated

by the use of hand loaded magazines.

3. 1, 1. 6 It is felt that the fundamental criteria of utilization of -,on-contact

gaging techniques has been met by this project effort. An image dissector scanning

"-" ... .'''' I . •
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tube together with a high intensity halogen light source and a low power helium
C

r lasnr form the basis of an optical intelligence system that enables the measure-

ment of holes, slots and depths without any physical contact. The unique system

_ 1., of utilizing a split laser beam, divided by the edge of a blind slot or hole edge,

• • permits the determination of depth by measuring the relative displacement of

the split laser beam separation.

3. 1.1. 7 All material handling components that come in direct contact with

: • the components to be inspected are replaceable.

3.1.1.8 The equipment was designed to operate continuously for at least 16

L hours per day at the rate specified in 3.1.1.4.

3.1.1.9 -'he equipment is capable of both static and dynamic calibration.

This may be accomplished by introducing high limit and low limit plates into the

L system. Project funds were not made available for the construction of these

[• limit plates. Calibration has been checked by noting the actual deviation from

calibrated plates with previousl.y measured hole sizes and known feature positions.

3.1.1.1 The equipmnent was designed with-in 1001c of th.e tolerance of most of the

characteristics to be inspected. In case of thc. exceptions where a larger percent-

age of the tolerance was chosen, a compromise was established to allow for expen-

diture of funds in the direction of the feasibility of the total non-contact measure-

L f rment in preference to the expense of hardware with one more magnitude of resolu-

tion. However, w-ith proper programming the gage tolerance may be taken in the

L. direction of the rejection.

Essentially the specifi ations formulated in this paragraph together

.. ?.! -13-

. :, .:, ' . -",'" ' '. ."", .. ". ... "

'. • .' . , , . : . . , , .: , . . . , ,: , " , " ' , , ,, ., , . . " '- '- .S. . . .. . . . . . _ . . . . .. .. . . . . . . . . . . . . .. . . . . , . _ . . . . . . . . . . . . . .. . .. :: :,..,.. .. ...- .



*. .. . . . . ...... •,i • : _•i••°° °* * .... ••........ •..... ...... . . . . .. . .

NULOVA SYSTEMS & INSTRUMENTS CORPORATION -

with the ability to consistently meet these specifications determine the success

of the ultimate prodv-tion machine.

Several factors permitted variations to decrease the ultimate reliability

and repeatability of the hardware originally conceived for this project. The chief

problem has been attributed to the variation of position of the scanning fiel1 asso-

ciated with image dissector instrumentation. The viewing field is a function of

F tube emission, voltage variations and yoke temperature variations. Size and

F• linearity will adversely affect the accuracy and repeatability of any given measure-

ment over an extended period of time.

F To overcome some of the image dissector variations, greater physical

magnification could be used to measure a hole in sections, by having the edge cover

the whole field of view of the camera. A movement of the positioning table to

.~ another position to view the opposite edge would yield a measurement that could

reduce aU1 errors to the accuracy and resolution of the x-y table. The disadvant-,ge

of this method is the tinie it takes to make a measurement, since slower mechanical

Smovements are used instead of electronic scanning.

L The ultimate solution involves the procurement of a new optical trins..

ducer with a video element similar to a charge coupled photodiode. This device

L should have the same horizontal and vertical resolution as the image dissector

LK and be scanned with a large scale, integrated, matrixing, sweep arrangement

under computer control. Since the picture element photodiode is physically fixed

.i in the field of view, the inaccuracy due to the drift of the magnetic scanned devices

714-
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is eliminated.

During the period of development of this machine, a new generation

of solid state cameras has evolved and shown great promise to overcome insta-

bilities that contribute to deterioration of accuracy with magnetic or electrostatic

scanned devices. At the time that this program was implemented, the above tech-

nical approaches were considered "state of the art" and contributed to development

considerations for the present generation of instruments. To some extent, the

Frankford Arsenal closing situation allowed obsolescence due to inordinately

long periods of cognizant contractual approvals, as well as the necessity of

acquainting new government people with the program.

3.1.2 Reliability, Availability and Maintainability (RAM) Requirements.

3.1.2.1 The inspection machine was operated for a period of 8 hours per day

for a cumulative running time of more than 40 hours to test out various (RAM)

requirements. These tests were conducted under direction of U. S. Government

engineering personnel from Frankford Arsenal.

3. 1.2.2 The Mean Time Between Failures (MTBF) of the inspection machine

was shown to be greater than 6 hours and 45 minutes under a specific program

1. taking into account all useable hardware and software.

3.1.2.3 The Mean Time To Repair (MTTR) of all useable hardware and scift-

ware is less than 45 minutes if adequate replacement components are imxnedi~ately

available.

leZ 3.1.. 4 The inspection machine will not accept more than one out of tolerance

""
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plate of each 1000 out of tolerance plates, as the Scope of Work requires.

3.1.2.5 The inspection machine, due to electro-optical instabilities, might

reject more than one in-tolerance plate of each 1000 in-tolerance plates at this

stage of development.

3.1.3 The basic design concept was reviewed by the Government repre-

sentatives and the design details for the prototype machine were established.

.3. . 1 The Bulova Systems and Instruments Corporation has performed

all actions necessary to fabricate and assemble the prototype automatic equip-

ment for the dimensional inspection of the fuze movement plates listed under

V: Section 2. 0 of the Technical Scope of Work and within the framework of allo-

cated funds ^nd engineering priority directives.

3.2.2 Improvement and adjustments found necessary during fabrication

were made and incorporated into the Technical Data Package by Bulova.

I 3 3.3.1. A Government representative has observed the functional operation

and testing of the machine, consistent with the considerations agreed to by the

I• Government and Bulova. The following inxormation outlines the specific tests

required by the Scope of Work under Section 3. 3. 1. 2 and 3. 3. Z. They are repro-

duced here for convenience.

.3.3.1.2 One hundred (100) No. 1 Plates, Ist lamina, which will be provided

L. • by the Government, will be processed through the Automatic Inspection Machine.

These plates will be recycled as necessary to meet Section 3.0 requirements.

The supplied plates will be 100% inspected by the Government and an inspection

li46
L -16,-,
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report will accompany the plates. Each plate will be identified for referencing

with the inspection report and a predetermined number of plates will have selected

features out-of-tolerance.

3.3. Z The Government will verify that the requirements of this Scope of

Work have been met by subjecting the inspection equipment to the above test.

Data collection will be determined by the Government to provide adequate infor-

mation for necessary analysis and evaluation.

Due to the closing of Frankford Arsenal (Item 3. 3. 1. Z) the tests

outlined above were not performed. One hundred (100) calibrated plates were

r I never made available. The data collection called for was not obtained or analyzed.

However, the machine was subjected to testing by Government engineers from

Frankford Arsenal and Picatinny Arsenal and waa found to be operating in the

fI manner described previously. (See Appendix F4 Also an additional effort was funded

to study the adaption of this machine to plates on a different fuze program with a cor-

L responding change in fixtures and programming. The study, if successful, could

lead to a testing program with the new fuze plates instead of the old since circum -

"L" stances prevented the completion of the original test program.

3.4.1 At the present the Technical Data Package includes all data developed,

and an operational manual and maintenance information. Drawings of the inspection

machine are made in commercial format. Documentation appears sufficient for

this prototype machine. However, if a new improved machine is constructed, at

some later date, a separate documentation revision should be made and an overall

L -17-
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rT separately funded effort should be made for a completely integrated manual

accounting for the cost of technical writers, manual preparation and duplica-

� ting materials.

tI. 3.5.1 Contract Implementation Schedule in accordance with Scope of Work

was delayed due to various factors. Vendor delays were reported and the closing

of Frankford Arsenal with associated project management changes during the

closing resulted in significant slippage in calendar time.

5.•
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.K. APPENDIX A

K p ENGLISH PROGRAM DETAILS
AND

LOAD/UNLOAD SEQUENCE
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FIGURE 1

ENGLISH PRO .%-RMJ4 DETAILS

Plate No. I First Lamina Side 1 Pirt 1054Z2E21
Name INS Left Sidc

1. Insert Larnina
2. Orient Larmina
3. Hole A Routine determine axis, center of hole, diameter 0/0

L 4. Move tablu to B -. 7460, 1. 1968 Measurement Routinc (,R)
5. (MT) D -. 3740, .5964 (MR)
6. (MT) N -. 3740,-. 0709 (MR)
7. (MT) 8 -. 2604, +.8565 (M',R)
8. (MT) 11 +.0450 +.*3229 (MR)
9. (NtiT) 12 4. 2265, + 7559 (WR)

10. (+T) 14 -2635 +.6494 (MR) (CHORD)11 [•; I. ()ýIT) 20 -. 2661, +.4153 (Refr) M,.'R) (SPECLA~l. POS:TION-)

2. (22 .2760, +.4034 (NIR)"" 13. (MT) 26 -. 7840, +.0717 (M1 R)
14. (MT) 34 -. 4645, +.5474 (M',R) (CHORD)

15. (MT) 35 -1.0240, +.7934 (MR)
16. (MT) 45 -. 8505, +1.0589 (MR)
17. (MT) 48 -. 4450, +1. 1694 (MR)
18. Light #2 Change
19. (MT) 83,85,88 (MR) CONTO.LR

20. (NI7) 84,86 (MR) CONTOUR
21. (NIT) 90 -. 4522, +.0613 (MR)22. (MT) 91 -. 5610, 4.1311 (MR)

23. (MT) 103 -1.0540, .4264 (MR)
24. (MT) Side Hole (MR) with mirror
25. (MT) Main Diameter (MR)
26. (MT) Edge Hole adjustment slot AA stot (MR)

r -A

lit.
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Plate No. I First Larnina Side 2 Part U) 5426Z!I

1. Mýove table. Rotate fix'ture.
2. Reorient Lamina
3. Hole A Routine determine axis, center, of hole diameter 0/0
4. Move table to B (M R)
5. Nlove table to D (hm)
6. Move table to N (M R)

7. (m T) 8 (,')
S. 1
9. (NM5) 12 (P.A R) Conter Bore

10. (MT) 14 (M:) Diameter chord
1. (mT) 20 "(.) Critical centcr
1(.) Mzz(, )
13. (mTx) 26 (1M.n%) Counter Bore
14. (NIW) 34 (NIR) C hor d
i5. (W) 35 (P.
16. (MT) 45 (N.IR) Counter Boref17. (, W) 48 (MP.)
18. (M• ) 90 (h.4• r)
19. (MW) 91 (M)9)
20. (MT) 103 (A.
21. (mT) L.rge thru slot. Spin Detent. ({IJM)
22. (MWT) Small thru slot. Spin Detent. (M1,)
2 23. (MT) Large thru slot. Sellf Starter. (h.MlV)
24. (MT) Small thru slot. Self Starter. (11R)
25. (MWT) Section "BB". Slot dimensions and depth.
26. 2. (MT) Edge Square (MR) Lin car 'l
27. (W4T) Adjusting Block slot (MR) Linear
28. (MT) Spin Detent slot (M R) Contouý- Depth
29 . (M T) Large oblong (MR)
30. (MT) Small oblong (MR)
31. (MT) Sell Starting slot (MR) Contour Depth
3Z. (Vi T) Large oblong (M R)
33. (MW•T) Small oblong (MPR)
34. (MT) Contour center land D hole (MR)
35. MWI) Main diameter (MR)
36. (NIT) Thickness (MR)

'. 37. (MT) Reorient Lamina
, 38. (MT) Remove Lamina

39. (Mi) (Sort "mina)

A3
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FIGURE 2

LOAD 1) UNLOAD SEQUENCE

SwitchAUTO INSPECT MACOHlhE

SSwitch I Tray in Position

"Switch 2 Lift Rack Down
,,-.itch 3 Lift Rack Up

i Solenoid 4/5 Lift Rack Cylinder

F Switch 6 Extended
Switch 7 Retracted, also empty compression

Solenoid 8/9 Part Unloader Cylinder

Switch 10 Position, Bottonm Detector
Switch 11 Position, Top Detuctor

2Switch 1 Extended Po.-ition

•Swvitch 13 Retracted Position
[3• olenoid 14/15 Transfer Cylinder

Motor 16 Vertical Positionr
Motor 17 Top Horozontal Position
Motor 18 Bottom Horozontal Position

Solenoid 19 Air Blast

"Switch Z0 Extended Position Y
i Switch 21 Retracted Position

L-Solenoid ZZ/23 Slide Deposit Cylinder

A4
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Switch 24 Deposit in Placement Position
Switch 25 Placed on Orientator

Switch 26 Orientator in Load Position

- Switch 27 Orientator Locked

- Sensor 28 Pie~ce Part in Nest Position.
Move to Inspect.

Sensor 29 Rotate 180 Degrees
Sensor 30 Locked Nest Rotation
Sensor 31 Open Nest to Rotate

... SolenoiJ 2-way 3Z/33 Lock and Open Nest Air Cylinder
Sensor 34 Insert Position Lock
Sensor 35 Pin Extended

Sensor 36 Pin Retracted
Sensor 37 Piece Retracted
Sensor 38 Piece Part in Retract Arm
Sensor 39 Piece Part Retracted Position
Solenoid 40/41 Air Cylinder Retract Parts
Sensor 42 Part in Position for Pickup to mount on

.i "Position Shuttle
Solenoid 43/44 Air Cylinder Stack
Sensor 45 Stack Shuttlc Cylinder Extended
Sensor 46 Stack Shuttle Cylinder Retracted.

(Shuttle Full)
Solenoid a-way 47/48 Lift Rack CylinderK Sensor 49 Lift Rack Up
Sensor 50 Lift Rack Down
Solenoid 2-way 51/52 Air Cylinder Eject Bad Position
Sensor 53 Ejector Extended
Sensor 54 Ejector Retracted
Tray 55 Position to receive Parts
Tray S6 Full ?
Tray 57 Empty ?

t~ ,S
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L7
APPENDIX B

qL TRUE POSITION TOLERANCE
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F ~True Pos5ition Tolerance Considerations

F The inspection machine has the capability of allowing position tolerance

conditions to be satisfied in accordance with two standard acceptance techniques.

Az 'IS" or an I'M" feature designation is selectable by proper input instructions

with the 1NTAG1l" and IIHTAGZII the system commands for the 2 nests which

F accept the top and bottom surfaces respectively of the test specimen.

The following two measurements Regardless of Feature Size 'IS" and

F Maximum Material I'M" are described in the following two pages.

B2I
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F I

St. o )Z -. er101-

AA

•C5',,i f C FJireS •J- II

8tp3 Move to hole V-1. :

L Ste~p 4 Measure hole size of hole f/i, If withj-ia b-, le tolornace. pr'oce-ted.

Step 5 Center hole f/i.

Step -, Meaure X&Y co-crdi•n)tes

L Step 7 Com~pare with data for nomiinal position.

Step 8a) 1V data in stop 7 is saof as nom.inal O-ta record X aY co-ordinates

In Step 6.

L Step 8b) If data in step 7 is different than non-1 data do followir:

Talue difference of X&Y co-ordinatev dMid calcuhtc true position
2.

Step 8c) Cornpare Z in step (8b) with draming trua position tolerance.

B3
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Step I Menasure hole size of Datum-A-. If within holc tolerance, proceed.

Step Z Centcr hole.

j-:. Step 3 Movc to hole f1

Step 4a) M.arure blcit size of hole 1. If within bole t, erance record actual

sizc and proceed,

L.. Stop 4b) Add diffierence -between mnn dwg size and actual hole size to pogitional' tolerance.

Stcvp 5 Centcr hole 1

Step 6 Measure X&Y co-ordinates.

Stc . 7 Con'q;" rc vith •a'ta for noi.inat position.

f Step So) If datf. in stop 7 is oame at nonrinal data record X&Y co-o.' 10AatWO

* in Step 6.

. Stop 8b) If data in step 7 is different than nonminal date do tL'' followring:

I"' Talce diff'3rence of X.Y co-ordinatcs and calculate true potition (Z)

Stop 8c) Compare Z in stop (8b) v-itt (Step 4b) true position tolerance.

L xarnplc #12 Hole

, , .,- D i T . o f
! H1olc X . Y Posn. Tot. Hole Size H-ole Si•e:e

T . 000

.ZYvrj lZ .88 .7556 Z=. 00085 .146Z .003Z

l-Chack hole Dia. (.146Z)

Z-Add difference between draw\ng norinat hole oe•ze and actual hotl size tofdra\\ing position tolerance. ~003Z .0056m. 0087)

3.Conmpui actual position tolerance (Z)--.00085
• _ .• . ," , ., " • " . . " ' ' .. .• .,•, ,• .' ; *' • . ". -, ,, . .. , . .. , : .t ,3
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SULOVA SYSTEMS A INSTRUMENTS CORPORATION

GENERAL

All linear measurements are made using a software program which causes

a line scan across any selected area of a part. As the scanning point

passes through an intercept on the part being inspected, this intercept is

stored as a digital address in the computer memory. After thissigeln

scan is complete, the co~nputer calculates the straight line distance between

two points or intercepts cf interest and displays or stores this dimensional

information in units of inches or millimeters as calibrated.

An inte~rcept is a transition from a light area to a dark area. Two intercepts

are needed to form the length of a line by calculating the straight line distance

between the transition points. Any edge or transition may be defined as a

eature. A combination of transitions may also be defined as components ofa

tion. non-circular hole may be 4 .nspected as a combination of transition

points and accepted in this manner.

IIi!
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r

HOLE MEASUREMENT

F A hole measurement is made by a routine first determining four chord

lengths of a bole feature within the optical field of the digitizer camera.

Those chord lengths are at an angle of 45 degrees to each other. Proprietory

routines within the computer analyze the digitized optical results and

determine a hole center. Once the hole center is determined, another routine

determines the length of four diameters through the derived hole center.

Fi The quantitized diameter lengths are then processed to be presented as

a four diameter or averaged diameter under program option control.

The operation of the Comp - Gage optical inspection head is described in greater

U.l detail in Appendix D.

LC3
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APPENDIX D

COM-GAGE OPERATION GUIDE j
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COMP-GAGE OPERATION GUIDE

Operation of the COMP-GAGE is logical and uncomplicated. in
general, normal. conversational words are used to direct it

through various learning and inspection stages.

The COMP-GAGE possesses core memory and uses paper tape and
a teletype reader to acquire intelligence and perform analytical
tasks.

Under normal operating conditions, the computer will retain
its memory even with a loss of power, but if for any reason
should the memory be lost, reloading the program is simple
and follows these basic steps:

1. Place the power switch key to ON.

2. Move teletype reader switch to FREE.

3. Position program loader tape on the feed
holes and thread into reader.

VA Position tape leader until loader tape

feeds to just before the punched holes.

5. Place all numbered octal switches DOWN,
and the teletype reader switch on START.

6. Set octal switch 12 UP.

7. Depress program load switch.

8. When the tape stops, remove tape and place
tape reader switch to FREE. (Should the
tape jam or foul while reading, depress STOP
button, rearrange tape and depress CONTICNUE
switch to finish reading).

9. Place COMP-GAGE program tape in the readerand prepare it in the same manner as the
loader tape.

10. When the tape is ready for reading, place
all numbered octal switches in the up position
except switch 0 and 1 (37777 octal) - 16 K)
must: be down.



IWO*.

11. Depress START (tape will feed).
12. After tape is read and removed, load the

'next sequential COMP-GAGE program. If

'A- finished, go to step 13 and the COMP-GAGE
W •system should be ready for operation. If

S 0" not, load next tape and go to step 11.

13. Place all octal switches down.

14. Pla.ce 7 and 10 octal switches up (440 octal).

COMP-GAGE is ready for operation.

ATRACE: A Trace

This command causes the scanning system to perform an A-.' " Trace measurement horizontally across the center of thescannerts field. An oscilloscope must be used to monitor

the X position vs 9 data intensity. As an example, scanning
from right to left over an edge (light to dark) in a half
"white, half dark field, an A-Trace would appear as follows:

_ The sharper the transition slope, the better the focus. To
exit, simply depress any teletype key and the prompt will.L return and the A-Trace will cease.

L AUTO: Automatic Inspection Mode

This command automatically runs the currently trained instructions
to perform the requested measurements any number of times on
the inspection system. Once this command has been issued,
the teletype will respond with AUTOMATIC INSPECTION. Thistells the operator that the automatic mode is active. To
start measuring, the operator must type the comman'd RUN (see
RUN COMMAND). The system will sequence through without
intertuption, initiating printouts as seleoted*through the
TYPE commands, and determining FAIL or PASS conditions on

�the present part. In order to exit this mode, simply block

. . D3 /
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the part so that light cannot pass through the datum holes
and the system will return to the prompt. In order to
delete AUTO operation, type MANUAL, and see MANUAL command

* instrUctions. SIDE1, SIDE2, MANUAL, BYPASS'and AUTO are all
related commands.

BYPASS: Bypass Instruction

This command i3 used for system checkout of the load sequence.
After typing BYPASS, the system will respond with BYPASS
"ON". The operator now types RUN. The sl'stem will now
sequ-nce as follows:

(1) Drive table to true HOME position.
(2) Drive table to initial set position for

loading
(3) Waits until SIDE 1 ready initiates
(4; Retracts table
(5) Side 1 done pulses
(6) Side 1 OK
(7) Waits until Side 2 ready initiates
(8) Side 2 done
(9) Side 2 OK

(i0) Prompt returns for operator

To exit the BYPASS mode, see RESET command.

Make sure ISET and RSET have been previously issued beforeusing BYPASS.

CENTER: Center Boresight Cross

This command simply places a centar marker cross on the
monitor system or oscilloscope to physica.ly center the
boresight to some reference. Striking any teletype key
exits back to the prompt.

CLOSE: Close Upper Laser Shutter

This command allows the operator to control the upper laser
height measuring shutter through a teletype input. In this
case, the shutter will close if opened or remain shut if
closed. See OPEN command.

DATA: Data Output

This command allows the operator to typeout all the currently
measured data from the last part measured. Only those items
specifically trained for inspection will output. Upon
completion the operator prompt (*) will return.

D4
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DEBUG: Debugger

* This command al.lows the operator to enter the resident debug
program. To operate this feature consult the Data General
Debug I1 User's Manual 093-000020-03 for a complete description
of system modification. This program provide.. for four
active breakpoints within the user's program. The accumulators,
carry, and memory locations can be examined and modified
from the teletype. The machine state can be monitored
during execution using simple commands. In addition, this
program will punch ranges of memory in format aaceptable as
input to the binary loader and perform desk-ualculatc. type
expression evaluations. In order to exit back to-your
program from this routine type 440R. The prompt will be
restored.

DISTI: Distance Analysis Side #1

This command allows the operator to output the curzrntly
measured distances for side #l on the teletype. The return

L.•: will be back to the operato.. prompt.

DIST2: Distance Analysis Side #2

Same as DIST 1 except for Side #2.

DRIVE: Drive XY-Table to Position

The DRIVE command allows teletype control of the XY.table

movement as specified by the XYTABLE command.

FDATAl: Feature Data Side #1

L-3 This command allows feature data for a specific number to be
analyzed. The operator issues FDATA1. The system responds
Swith FEATURE #. Any number from 1 to 32 is allowi-d any
other number greater than 32 or an alphanumeric will cause
return to the operator prompt. All legal numbers are terminated
by a carriage return. The selected output will then type
out. The header information appears only once and thesequence of inputs will repeatedly occur until the operator
wishes to exit this mode.

LDATA2: Feature Data Side 2

Same as for FDATA1 but now for Side 2.

L.D
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FLOCI: Feature Location Specification *Side #1

This command allows the operator to input the starting and
ending address of a feature line directly into the system
memory. Upon typing this command, the system will respond
with SIDE 11 FEATURE 1. Any number from 1 to 32 is acceptable,
all other number or characters will cause a return to the
system prompt (*). After typing the number, type a carriage
return. The system will respond with the following abbreviations:

SAX: Starting address in X
SAY: Starting address in Y
EAX: Ending address ii, X

- EAY: Ending address in l

After SAX: the system will print the present value followed
by a comma. The new value is then input with"either + or -,
the decimal point need not be input for integer inputs, type
only those numbers needed followed by a carriage return.
The system w.ll sequence through the same responses for SAY,
EAX and EAY. If you should make an error while typing your
new number, depress the RUBOUT key and then type in the new
entire number. The RUBOUT key may be used an indefinite
number of times on a line. If you do not want to modify an
opened address, then simply strike the ESC key and the
current contents will remain intact. Exit from this mode
has been previously described.

These inputs are the two points between which the scanner
will determine where the selected feature exists on thestraight line between (SAX, SAY) and (EAX, BAY) coordinates.

FLOC2: Feature Location Side #2

This command is the same as FLOCI except that inputs for
side 2 are entered.

FTAGI: Feature Tag Side #1

This command allows the operator to select an alphanumericf tag for each feature input for easy measurement recognition
on the printout. Anly keyboard character is allowed except
carriage return which terminates the input string of up to
six characters. The preferred method of 4nput is very

L simple. Upon typing, FTAG1, the system will respond with'
TAG ID #. Any number from 1 to 32 is legal. The'e numbers
correspond to those selected when using FLOCI or FLOC2
commands. After the number is input, follow it by a carriage
return. The system will respond.with:

NOW: XXXXXX NEW:

D6i,
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The cukrent tag is printed after NOW: and the system waits
for a NEW!: input from the teletype. Type in the new tag.
If less than six characters, type spaces until the system
prompts again. Any illegal number or key following the TAG
ID I query will return the system prompt.

FTAT2: Feature Tag Side #2

Same as for FTAG1 except for side 2 pintout tags.

HDATAl: Hole Dat4 Locatior Analysis Side 41

Same as for FDATA1 except for holes instead of features for
side 1.

HDATA2: Hole Data Location Analysis Side #2

Same as for FDATA1 except for holes instead of features for
side 2.

HIGHil: Height of Depth Control for Side 11

This command allows the operator to analyze features with
the overhead laser to measure depths on the part surfaces.
All features should be entered consecutively through the• . FLOCI command. This command allows the operator to select"where, after all features have been analyzed, the following

features will be interpreted as depths with the use of the
upper laser system. When this command is issued, the systemresponds with:

HEIGHT #1 COUNT BEGINS AT FEATURE #

The operator answers with the tag number where the depth
measurements will occur followed by a carriage return. The
numbers must be between 1 and 32. For no depth measuring
type in 32. The system will return the prompt after the
number is input.

HIGH#2: Height of Depth Control for Side #2

Same as for HIGH#l command except Side 2 count is input.

"HLOCI: Hole Center Location Side #1 Inputs

This command allows direct input of hole center locations to
system-memory. The system responds with HOLE # and waits

""* ¶ I, ,Sj''
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for a legal input as described previously in FLOCI. After a
legal input, the system asks for XC and YC.

XC -X-center location
YC = Y-center location

After either XC or YC, the system will printout the current
values resident therein and await a new input. (See FLOC1
for input discussion).

Any illegal number or alphanumeric answer to HOLE # will
exit to the system prompt *. Holes 1 and 2 determinL the
datum line correction and must be entered before any system
operation can occur.

HLOC2: Hole Center Location Side #2 input

Same as for HLOC1 except for Side 2 inputs.

HOME: Home XY-Table Position

This command causes the XY-table to return to its home
position.

HTAGI: Hole Tags Side #1

This command executes exactly like FTAG1 except that hole
tag's are input for Side fl.

P in first position governs printing of that line. An S orJ
M in the second nosition designates the hole measurement types.

PS,#12 means print, S-hole #12

HTAG2: Hole Tags Side 12

Same as HTAGl except for holes.

INITIAL: Initial Load Position

This command causes the XY-table to proceed to its initial
position as specified through the ISET command. The initial
position is initially set at point (1, 1) inches when the
program is originally loaded.

Li D8
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ISET: Initial Set Position

The ISET command allows the operator to program the XY-table
to n 'nitial position for loading. The ISET command when
issua .rakes the current values specified under the XYTABLE
command or its current location to be saved permanently as
an initial position. After this command is typed, the
system response will be LOAD POINT SET, and return to the
operator prompt *.

LOCATE: Locate Present XY-Table Positionh1

This command carves the system to printout the current XY-
table location.

MANUAL: Manual Mode

This command is used in conjunction with the AUTO command to
allow one pass measurement of both sides and then stop for
further commands. When this command is issued the system
will respond with MANUAL INSPECTION, and return for more
commands. This mode will remain set until the AUTO command
is issued to change modes. The normal mode upon system[ initialization is manual at program read in time.

NORMAL: Normal XY-Table Operation

This command allows the XY-table to have its measurements
referenced-to true HOME position. When the system is initially
read into-memory,.NORMAL is the usual mode.

f,.. OFFSET: Offset From Home Operation

This command allows the operator to not use the home position
of the XY-table as a reference but another point on the
table declared as (0, 0) offset from true home. The offset
operation allows the operator to directly enter locations
into the system memory from the part drawing. The only
points that must be determined are the initial'point and the
location of the first datum hole with respect to the true-
home location. Once these are found, all other measurements
will be relative to the first hole of each side. The system
will respond with OFFSET "ON" when this command is issued.
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r OPEN: Open Laser Shutter

* This command causes the upper laser shutter to open and stay
opened until either closed by the CLOSE command, or causing
the XY-table to drive. The system dc% not print any response
to this command but the shutter will open.

PUNCH: Punch Trained Information PArameters

This command allows paper tape punchinp Df the trained
1: information within the system for retraining the system, the

exact same way at a later date. The PU.;C"commtnd is issued
and the computer will halt allowing tim for the operator toF turn on the punch located at the left hwnd sii of the
teletype. If some leader is desired, place the teletype
switch on LOCAL, turn punch on, deprems th "HERE IS" key
until the desired length is reacbed. out teletype switch on
"ON LINE". Depress the CONTINUE swit.h on the computerswitches and the system will make e binary tape of the
pertinent information. When comr"oeted, th computer wi~l
again halt. Turn off the punch and depress CONTINUE. The
system prompt * will return.

SIf the operator desires to stop tunching at anytime, placing
Bit $ "ON" via the panel switcheb will cause the system to
ret,,rn to the operator prompt. The system will return only

" after the current data block is finished punching.

"RDOS: RDOS Return (RDOS ONLY)

This command allows the operator to return to an RDOS operating
system. The operator oust then hit CTRL-A or CTRL-C forexiting. This program co¢i,,:nd will appear to make thesystem inoperative in an SOS environment. Just STOP and

L 'START the program again.

READ: Read Binary Tapes Into System

This command allows the operator to read binary tapes via
the teletype reader. The NOVA program loader must be resident.*f •Load the binary tape into the reader, set SW - 37777, type
READ, and the system will' automatically read the binary tape
and halt when finished. Place the starting address of this
program on the NOVA switches (440 )and depress START. The

" V system is again operative with thA new information just read
in present.
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RESET: Reset Bypass Switch Modep
U This command causes the BYPASS mode command to be reset for

normal measurement operation. After issuing this command,L the system responds with BYPASS *OFF" and returns the prompt.
See the BYPASS command for initialization and operation of

S....this mode.

RETRACT: Retract XY-.Table
':: This command should be issued only after RSET has been

1'..' initialized. After this command is issued, the system will
respond with no confirmation but the XY-table will proceed
to the preset retract point for part manipulation. The
system prompt will automatically return when retraction is
complete. See XY-table command and RSET for setting this•i position.

RETRAIN: Retrain Datum Line Angles

This command causes the system to reset all datum calculations
for positioning to zero, and allows the operator to make
another or new pass with new datum corrections. The system
will respond with ANGLES RESET.

RSET: Retract Point Set

This command operates exactly like ISET except the retraction
point is set and the system will respond with RETRACT SET.
See XSET for transferring values from XYTI.SLE via RSET.

RUN: Run Mode

E•i [• This command starts the measuring sequence:

(1) XY-table goes to home
(2) XY-table goes to ISET position
(3) Waits for ready signal for Side 1
(4) Moves to first datum hole
(5) Measures the center and four diameters
(6) Moves to second datum hole and does (5)
(7) Computes datum line angle and position
(8) Measures all remaining holes
(9) Measures all remaining features

(10) Measures all remaining depths

-. ,,o,• •'
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(11) Outputs information if desired
(12) Retracts to RSET position
(13) Gives out side 1 OX or fail signal and side 1 done
(14) Wait for side 2 ready signal
(15) Repeats steps (4) to (11) except for side 2 data
(16) Repeats steps (13) and (14) except for side 2 data
(17) If in manual mode, the system returns to *
(18) If in automatic mode, go to (1)

The system will also return to itself if an error message is
encountered.

SCAN: Scan 256 x 256 Real Time Raster

This command allows the operator to cause the scanning
system to display a real-time picture of the scanning area
on an oscilloscope or monitor for visual verification. The
scanners rate is 5 frames/sec. with 256 x 256 points/frame.
To exit this mode, the operator simply depresses any teletype
key. The system prompt will then appear as the scanning
stops.

SIDEl: Side 1 Start

This command simply allows Side 1 measurements to immediately
start with no initial position movement or external signalling.
The program will measure Side 1 and then wait for silnalling
for Side 2.

SIDE2: Side 2 Start

This command directly runs Side 2 measurements with no
external signalling and returns to the system prompt when
completed.

STOP! Stop Program

Issuing this command will cause a total program halt. To
return, simply depress the console CO'NTINUE switch. The
system is now again operational.

TDIAl: Tolerance Diameter Side I

* When this command is issued, the system will respond with
•:HOLE SIDE.#1 TeL. # and await for a number from I to 02

followed by a carriage return. Any other character will.
"" exit to the system prompt. If a legal number is typed, the

D12
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operator may now type the lower and upper tolerances on that
hole diameter number. The inputs are the same as those
described previously under FLOCI.

TDIA2: Tolerance Diameter Side 2

Same as TDIAl except for Side 2.

T4DIA1: Tolerance 4 Diameter Holes for Side 1

. This command allows separate inputs for 4 diameter tolerance
an lysis on holes 1, 2, 3 and 4. Each diameter, taken at
45 from each other, are individually ttleranced against
this input tolerance. This command responds with HOLE 4-DIA
TOL| and awaits for a 1 to 32 input followed by a carriage
return. Inputs are the same as for TDIA1.

T4DIA2: Tolerance 4 Diameter Holes for Side 2

This command is exactly the same as T4DIAI except for Side 2
measurements.

TFLOCl: Tolerance Feature Location Side 1

This command allows the operator to enter feature tolerances
to both the X and Y position of the feature coordinate. The
system will respond with FEATURE SIDE #1 TOLW and await for
a 1 to 32 input with a carriage return. The system will
respond with X-L.W: +X.XXXXX, and await inputs as discussed
in FLOCI. After this number is input, the system will
sequence through X-UIGH:, Y-LOW:, and Y-HIGH:. To exit
simply type any key that is an illegal answer to the first
query.

TFLOC2: Tolerance Feature Locations Side 2

This command allows inputs the same way as for TFLOC1
excepot for Side 2 features.

THLOCl: Tolerance Hole Locations Side 1

This command is exactly the same as TFLOC1 except the first
prompt will be HOLE SIDE #1 TOL# and all other inputs are
the same as for the features except now they correspond to

Shole center positions.

D13
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THLOC2: Tolerance Hole Locations Side 2

This command is exactly the same as THLOC1 except for Side 2
measurement hole center locations.

TYPE: Type Output Analysis

"This command sets all printouts to be operable and the
system will answer u-ith PRINTING "ON", and rturn to the
system prompt.

TYPED: Type Distance Data

This command allows distance printin. only. The system will
respond with PRINTING "ON".

TYPEF: Type Diameter Data

This command allows all diameter measurements to be printed.
System will respond with PRINTING "ON".

, TYPEH: Type Hole Data

This command allows all hole data locations and diam,.ters to
"be printed out. The system will respond with PRINTING *ON".

TYPEL: Type Featvure Location Data

This command allows selective typing of all feature data.
The system will respond with PRINTING "ON".

TYPE 4.: Type 4 Diameter Analysis

This command allows all 4 diameter tolerance analysis to be
typed. The system will respond with PRINTING "ON".

TYPEN: Type Nothing

TYPEND: Type No Distance Analysis

TYPENF: Type No Diameter Analysis

D14
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TYPENH: Type No Hole Analysis

TYPENL: Type No Feature Analysis
TYPEX4: Type No 4 Dia. Analysis

All of the previous commands cause the teletype printouts to
be inactive. Their corresponding initializations were
previously discussed. The system will respond with PRINTING

OFrr,.

XY-TABLE: XY-Table Position Input

In, This command allows the operator to enter the coordinate
position, in inches, that the XY-table should be moved to
before making any measurements. Simply enter the values as
prompted and terminate them with a carriage return. (See
DRIVE, ISET and RSET)

ZERO U:

This command allows the operator to use any point on the XY-
table to be a zero or home reference (0, 0) If, however,
RHOE is issued this reference is set equal to the true home
position.

•.r
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OPERATING AND ROUTINE COMMAS .

OPERTIN ANDALYTIES CODANDSOMA

DIATRC DO A MANUALDA-TRANCES IE#

....IT2O AUTOMATIDCSOPERATION DE #

DRIV BYPASS XYPASS INSPECTIONN

FDT* CLOSTCLOE LASER SIDUTE#
F*DATA FANALRES DATA SIORMAT

FLO DSE1ATLURE DOAISTNCE SIDE #1

;* DIS2 tANALYE DOAISTNCE SIDE 12

;*FATAG1 FEATURE DTAG SIDE #1

;*FTAG1 FEATURE TAG SIDE #2

;*. HDATA1 HOLE DIMENSION ANALYSIS SIDE 11
;*HDATA2 ROLE DIMENSION ANALYSIS SIDE #2

HIGH~lSIDE #1 DEPTH CONTROL SWITCHK HIGHt]. SIDE 12 DEPTH CONTROL SWITCH
HLOC1 ENTER HOLE CENTERS SIDE #11
HLOC2 ENTER HOLE CENTERS SIDE 12

;*HOME HOME XY-TABLE POSITIONING
HTAG]. HOLE TAG SIDE #1
HTAG2 HOLE TAG SIDE #2

:~INITIAL INITIAL LOAD POSITION
;*ISET INITIAL POINT SET
j*LOCATE LOCATE XY-TABLE POSITION

H *MANUAL MANUAL OPERATION MODE
*NORMAL WORMAL TABLE OPERATION
**OFFSET TABLE OFFSET CONTROL*
;*OPEN OPEN LASER SHUTTER
**PUNCH PUNCH TRAINING INSTRUCTION
**RDOS RDOS (DISK OPERATING SYSTEkMS ONLY)
;*READ READ INPUT TAPES MADE BY PUNCH

L **RESET RESET TO AUTO MODE
*RETRACT RETRACT FOR FLIP/FLOP OF PART
*RETRAIN RE-TRAIN DATUM LINE ANGLES

**RSET RETRACT SET
**RUN EXECUTE PROGRAM ANALYSIS
0*SCAN RASTER SCAN (256 x 256).
0*SIDE]. START AT SIDE ONE

S .. . . D16 ;.Y
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;* 5IDE2 START AT SIDE TWO
'* STOP! STOP ALL EXECUTION OF PROGRAM
-TDIA ENTER SIDE #1 DIAMETER TOL'S
;* TDIA2 ENTER SIDE #12 DIAMETER TOL'S

** T4DIAl ENTER SIDE #1 4-TOL DIAMETERS
;* T4DIA2 ENTER SIDE #2 4-TOL DIAMETERS

* THLOC1 ENTER HOLE LOC. TOLWS SIDE #1
C.: ;* THLOC2 ENTER HOLE LOC. TOL'S SIDE #2

,* TFLOC1 ENTER FEATURE TOLERANCES SIDE #1
"TFLOC2 ENTER FEATURE TOLERANCES SIDE #2

T CTYPE PRIL4T ALL DATA ANALYSIS
*TYPED TYPE DISTANCE DATA
TYPEF TYPE DIAMETER DATA

t* TYPEH TYPE HOLE DATA
;* TYPEL TYPE LENGTH DATA ANALYSIS
;* TYPE4 TYPE FOUR DWA'S ANALYSIS
;* TYPEN TYPE NOTHING
,* TYPEND TYPE NO DISTANCE I.NALYSIS
,* TYPEKF TYPE NO DIAMETER ANALYSIS
,* TYPENH TYPE NO HOLE ANALYSIS

;* TYPENL TYPE NO LENGTH ANALYSIS
,* TYPEN4 TYPE NO DIA'S FAILURES
;* XYTABLE XY-TABLE INPUT
.* ZERO ZERO CURRENT XY-TABLE REF POINT
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. ULOVA SYSTEMS INSTRUMENTS CORPORATION

Depth Measurement

F
A measurement of depth is usually associated with a blind hole or feature
where a source of light is unable to pass through the section under observation.

Only a reflected source can be used. The technique developed for the Automated

Inspection Machine consists of taking a collimated laser beam of light and

directing the beam at the edge of the blind hole as feature in such a manner

that the beam is split by the edge. One half of the beam is reflected by the

. top edge and the second half of the beam is reflected by the lower plane of the

blind hole or feature. The resultant spots of light are then reviewed by the

optical digitizer in a manner similar to that used in the hole measurement

routine. A distance is computed which represents the value of the line

segment I'D"! (see Figure Page E3), the horizontal distance between the two

split sp•ns of light. If "D" is known and the lazer beam is at an angle of

L 45 degrees, the value of D is equal to "T" the quantity that represents the

thicknese or depth. For other angles of the the laser beam, T is no longer

equal to D but propor t ional to D. A simple algorithm would be incorporated

into the software to derive T in terms of D and the new angle. Steeper laser

K El . beam angles would allow measurement of depths that are larger than the width

of the blind hole or feature under observation. For this type measurement, a

depth ef iield of the camera lens system must be sufficiently larger to encompass

both spots to prevent error due to optical distortion.
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BULOVA SYSTEMS 6 INSTRUMENTS CORPORATION

LIST OF PROJECT EQUIPMENT

1. Image Dissector Optical Data Digitizer

Z. Digitizer Power Supply

EM.R Photoelectric
Model 658A
Serial Number Z9

3. Tungsten Halogen Lamp Source with Heat Exchanger

Bulova Systems & Instruments Corp.
Edmund Scientific

Lamp
Catalog Number 40, 780

4. Helium-Neoa Laser Reflective Light Source (Part of EMR Digitizer)

Spectra Physics
Model Number 236
Serial Number 3727/5285

* 5. Nova 3 Data General Computer (Part of EMR Digitizer)

, Data General Corp.
Model Number Nova 3/1Z-8493
Serial Number SO #6Z06-1 516

Option 4010

6. ASR Model 33 Teletype Machine

Teletype Corp.
Model Number 3320-3WE
(No obvious serial number)

7. Video Monitor (Part of EMR Digitizer

Tektronix Corporation
Model Number 604
Serial Number B1 21609

8. Anorad X-Y Table (Part of EMR Digitizer)

Anorad Corporation
Model 108
Serial Number 01 (Job Number 108)
10" X-Travel, 4" Y-Travel

G-Z

47 . .. ,",



BULOVA SYSTEMS 8 INSTRUMENTS CORPORATION

9. Automatic Loader and Unloader w/Precision Lamina Holding Fixture

Bulova Systems and Instruments Corp.
Model/Project Number 929
Serial Number 01

10. Texas Instruments STI Programmable Controller Sequencer

Texas Instruments Corporation
Model 5TI-1023
Serial Number 102-631 RE/MFG

11. I/0 Interface with.Logic Modulesi.
Bulova Systems & Instruments Corp.

FModel/Project 929

Contains the following Logic Modules:
"F 5STI5 Logic Module

F• 16 output
Model STI 5020
Serial Number 1961

.i; 5TI5 Logic Module16 output

F Model 5TI5 5020
Serial Number 1 9Z9

STI5 Logic Module
8 8in/8 out

Model STI 5011
Serial Number 3043

5T15 Logic Module

16 input
Model 5TI 5010
Serial Number 3901

STIS Logic Module
16 input

Model STI 5010
Serial Number 3892

7 12. Software Package

L. EMR Corporation

S NNOVA 3 Program Tape! i i~iSerial Number 7

G-3
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